New Mecal TT Press Features
1. Sensor System Connected to Hinge - Radial Hinge

2. One Locking Knob - Faster Access to Applicator

3. Door Swings 180 degrees - Do Not Have to Remove Guard to Access Applicator

4. Replaceable and Re-moveable Guard Pieces

5. Replaceable Faceplate - Closer to applicator
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Mecal by Starn is now carrying the new and improved Mecal TT press. The re-designed and re-engineered safety guard for the Mecal TT press improves functionality and operation ability. The new guard will have a "door opening" style by means of a hinge; a state of the art certified security switch conforms to all safety standards. The new guard opens 180 degrees which allows the operator to access the applicator without taking the guard completely off. One locking knob on the “door opening” enhances the accessibility to the overall system. The new guard also has a faceplate that is closer to the applicator improving the precision on manual crimping. Along with being closer, the new faceplate and other separate guard pieces are fully removable and replaceable. The change is currently installed on all TT Press versions. While there is a newly engineered guard, the TT press is still the same cast iron, one-piece structure that provides the highest rigidity and durability to retain the Mecal standard for consistent crimp height values. This 2-ton press is capable of handling an abundance of different applications. For small crimps, larger crimps, splices and many more, there is no smoother press available. The Mecal TT press it a light-weight and very versatile press that always leaves people impressed. Please feel free to see the new Mecal TT press and the entire Mecal product line at our website www.mecalbystarn.com 
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